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230" \-{INe Is TIED USING RoPE \ 1. PAVEMENTS MARKINGS DETAILED ARE PROPOSED AND ' .
- A TO GAIN CLEARANCE TO BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH S.H.A STANDARDS
' : ' ‘ 2. THE LOOP DETECTORS AND CONDUIT ARE TO BE INSTALLED PRIOR TO
EQUIPMENT TO BE FURNISHED AND / OR INSTALLED BY CONTRACTOR { THE INSTALLATION OF THE PAVEMENT MARKINGS.
ITEM NO. QUANTITY DESCRIPTION -
1001 1 EACH MAINTENANCE OF TRAFFIC
8001 4 EACH 12 INCH = R,Y,G - LED SIGNAL HEAD SECTION
8005 1 EACH 3M OPTICOM NG 764 DISCRIMINATOR MODULE _
8017 1 EACH REMOVE AND DISPOSE OF EQUIPMENT PER ASSIGNMENT TOD NO: AT936—28B s
: : :AAS22A5
8021 7T L.F. F&1 4-CONDUCTOR OPTICOM DETECTOR CABLE 'Sﬁﬁfﬁ ‘?“A;MS it
8048 1 EACH F&I 3 M OPTICOM DETECTOR EYE | ’ ’
8061 '

57 L.F. ELECTRICAL CABLE - 7 CONDUCTOR NO 14 AWG

- CONSTRUCTION DETAILS

A. INSTALL OPTICOM DETECTOR EYE ON EXISTING MAST ARM.
B. REMOVE EXISTING SIGNAL HEAD AND INSTALL 4 SECTION SIGNAL HEAD.
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STATE OF MARYLAND
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STATE HIGHWAY ADMINISTRATION
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